MAGE
WAND

Informacion Técnica BOPP BRILLO

PROPERTIES TYPICAL VALUE TEST METHOD

Thickness, pym 16 18 20 22 25 28 30 GB/T6672
Yield, mi/kg 67.5 609 555 518 454 402 362
Wetting Tension, mN/m
BOPP surface: 230 (one side treated)
E GBIT14216
236 (two sides treated)
Adhesive surface: 240
Gloss (457), % 250 GB/T8807
Haze, % =5 ASTM D1003
Coefficient of Friction
: : =04 ASTM D1894
Outside / Outside
Heat Shrinkage(30s@ 120C), %
MD =3 Q/ICPKDX0001
10 =15

Informacion Técnica BOPP MATTE

PROPERTIES TYPICAL VALUE TEST METHOD

Thickness, pm 17 18 20 22 23 25 28 GB/T6672
Yield, mikg 66.7 63.3 58.8 54 521 476 44
Wetting Tension, mN/m
BOPP surface: 238
Adhesive surface: 242 GeiFiscIe
Gloss (45°), % <8 GB/T8807
Haze, % >70 ASTM D1003
Coefficient of Friction
Outside / Outside <04 il
Heat Shrinkage(30s@ 120C), %
MD <3 Q/CPKDX0001
D <15
Procesamiento:

Equipo de Laminacién : Laminadora Termal
Temperatura : 95-120°C

Presion : 8-18MPa

Velocidad : 10-70m/min
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